






WHAT‘S NEW?

PRODUCT MATRIX– ALL FORMATS AND 
ALL NETWORKS

4)  2-Channel card available in following combinations: 
     2ASM, 2DP, 2CO, 2DN, 2DP\CO, 2DP\DN, 2CO\DN
5)  Available in Q2/2022

1) Master only
2) Slave only 
3) also MPI

cifX Master & Slave solution in M.2 3042 format 

• Industrial master and slave communication for M.2 PCI Express sockets
• Multiprotocol card for various Real-Time Ethernet and Fieldbus protocols
• Optimized for small & compact systems 
• Predestined for controlling, monitoring and fl exible PC-based applications

cifX in M.2 2230 and mini PCIe halfsize format

• Smallest multiprotocol PC cards on the automation market with a 
size of 22x30 mm resp. 30x26,8 mm

• Multiprotocol card for various Real-Time Ethernet and Fieldbus protocols
• Optimized for extended temperature-, energy- and space-sensitive slave 

applications

AIFX-RE\M12

• For high protection in harsh environments
• Ratings up to IP67 in customer designs
• Available for all Real-Time Ethernet types with 

detached network interfaces

AIFX-RE\M12

• 
• 
• 

Note:  Original size
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PC/104
CIFX 104

PCI 104
CIFX 104C

PCI
CIFX 50

Compact PCI
CIFX 80

Mini PCI
CIFX 90

Mini PCI Express
CIFX 90E

M.2 2230 Key A+E
CIFX M223090

PCI Express
CIFX 50E

Low Profi le PCIe
CIFX 70E
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M.2 3042 Key B+M
CIFX M3042100
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Mini PCIe halfsize
CIFX HPCIE 90

Note:  Original size
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PRODUCT INFORMATION   
TECHNICAL DATA

HEADQUARTERS
Germany
Hilscher Gesellschaft für
Systemautomation mbH
Rheinstraße 15
65795 Hattersheim
Phone: +49 (0) 6190 9907-0 
Fax:     +49 (0) 6190 9907-50
E-Mail: info@hilscher.com 
Web:    www.hilscher.com

Japan
Hilscher Japan KK
Tokyo, 160-0022
Phone: +81 (0) 3-5362-0521
E-Mail:  info@hilscher.jp

Korea
Hilscher Korea Inc. 
Seongnam, Gyeonggi, 13494
Phone: +82 (0) 31-739-8361
E-Mail:  sales.kr@hilscher.com

Switzerland
Hilscher Swiss GmbH 
4500 Solothurn
Phone: +41 (0) 32 623 6633
E-Mail:  info@hilscher.ch

USA
Hilscher North America, Inc. 
Lisle, IL 60532
Phone: +1  630-505-5301
E-Mail:  info@hilscher.us

India
Hilscher India Pvt. Ltd.
Pune, Mumbai
Phone: +91-20 24243777
E-Mail:  info@hilscher.in

Italy
Hilscher Italia S.r.l.
20090 Vimodrone (MI)
Phone: +39  02 25007068
E-Mail:  info@hilscher.it

SUBSIDIARIES
China
Hilscher Systemautomation
(Shanghai) Co. Ltd.
200010 Shanghai
Phone: +86 (0) 21-6355-5161
E-Mail:  info@hilscher.cn

France
Hilscher France S.a.r.l.
69800 Saint Priest
Phone: +33 (0) 4 72 37 98 40
E-Mail:  info@hilscher.fr

DISTRIBUTORS
More information at www.hilscher.com

Hilscher News: HilscherAutomationhilscher-automationhilscher.com

@HilscherAutomathilscher-automation HilscherAutomationhilscher.com

@HilscherAutomat
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Scope of delivery
A complete software package is always included in the scope of  
delivery. This package consists of one FDT-based configuration  
tool (IEC standard) for all products and networks, loadable firmware,  
documentation and a driver toolkit. Numerous drivers for different  
operating systems are also available.

Configuration
•	 One tool for all products and automation networks
•	 Configuration of Master and Slave
•	 Based on common FDT / DTM standards
•	 Including topology editor for PROFINET I/O IRT Controller
•	 Graphical and intuitive configuration tool for a simple and fast commissioning

Technical Data
Weight
  max. 150 g

Certification
  CE Sign, RoHS, Reach, UL

Emission
  EN 55011:2009 + A1:2010, CISPR 11, Class A

Galvanic Isolation
  potential free isolated

Dual-Port-Memory 
  64 kByte, 8-/16 bit

LED Indicators 
  SYS, COM 0, COM 1, Link, Rx/Tx

\ET
  extended temperature range

\MR
  128 kByte MRAM

\F
  detached network interface

\M12
  detached network interface with M12-connectors

\20
  20 cm connection cable

\30
  30 cm connection cable

Product Overview
CIFX 50-XX 
  PCI, 33 MHz, DPM, IO-DMA

CIFX 50E-XX
  PCI Express, One-Lane-Port

CIFX 70E-XX
  Low Profile PCI Express, One-Lane-Port

CIFX 80-XX 
  Compact PCI, 33MHz, DPM, IO-DMA

CIFX 90-XX\F  
  Mini PCI, 33 MHz, DPM, IO-DMA

CIFX 90E-XX\F  
  Mini PCI Express, One-Lane-Port

CIFX 104-XX*  
  PC/104, 33 MHz, DPM

CIFX 104C-XX*  
  PCI 104, 33 MHz, DPM, IO-DMA

CIFX M223090-XX\F
  M.2 2230 Key A+E PCI Express, One-Lane-Port

CIFX M3042100-XX\F
  M.2 3042 Key B+M PCI Express, One-Lane-Port

CIFX HPCIE90-XX\F**
  Mini PCI Express halfsize, One-Lane-Port

Note:  All technical data may be changed without further notice. 

* Available in the variants: \F, -R, -R\F
** Available in Q2/2022


